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Stand for linear conveyor LF
DATA SHEET

The stands for the Grimm linear 
conveyor of type LF ensure that 

the linear conveyor is optimal-
ly positioned. The height can be  

adjusted with setting screws.

Technical drawing











































a b c d e f g h i j k

für LF1 20 20 10 4 44 120 60 140 12 Km4 (4x) M4 (4x)
für LF10 14 32 12 13,5 32 177 60 200 12 Km4 (4x) M4 (6x)
für LF20 16 38 15 10 54 239 70 275 15 Km6 (4x) M4 (8x)
für LF30 16 48 30 10 64 330 80 400 15 Km8 (4x) M4 (8x)
für LF40 18 64 38 10 84 334 100 390 15 Km8 (4x) M4 (8x)

Designation Article no. Dimensions [mm]

A B C D E F G H I J K

Stand for LF1 – 20 20 10 4 44 120 60 140 12 Km4 (4x) M4 (4x)

Stand for LF10 1-000165 14 32 12 13.5 32 177 60 200 12 Km4 (4x) M4 (6x)

Stand for LF20 1-000166 16 38 15 10 54 239 70 275 15 Km6 (4x) M4 (8x)

Stand for LF30 1-000167 16 48 30 10 64 330 80 400 15 Km8 (4x) M4 (8x)

Stand for LF40 1-000168 18 64 38 10 84 334 100 390 15 Km8 (4x) M4 (8x)

Characteristics

Dimensions


